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40 Power Harmonics Meter 

41 Power Harmonics Analyzer 





TO AVOID ELECTRIC SHOCK, USE ONLY THE TEST LEADS SUPPLIED WITH 
THE TESTER. USE 600V RATED PROBE TIP ADAPTERS. (“BOOV" IS 
PRINTED ON EQUIPIVIENT SO RATED.) REMOVE ALL TEST LEADS THAT ARE 
NOT IN USE. 

USE ONLY THE 801-500S AC CURRENT PROBE OR A SAFETY-DESIGNED 
EQUIVALENT {SUCH AS THE FLUKE MODEL 80i-1000s) THAT IS RATED FOR 
600V ON BOTH THE JAWS AND THE MEASURING SECONDARY. REMOVE 
ANY CURRENT PROBE THAT IS NOT IN USE. 

USE OF THE TESTER IN A MANNER NOT SPECIFIED MAY IMPAIR SAFETY. 



FLUKE 
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WARNING ^ 

TO AVOID ELECTRIC SHOCK. REMOVE TEST LEADS BEFORE 
OPENING CASE. 





SERVICE 

For service information, call 1-800-825-9810 {USA and Canada). From other 
countries, contact the nearest Fluke Service Center. 

For application or operation assistance or information on Fluke products, call: 

300-44-FLUKE in USA and Canada 

(31 40) 723330 in Europe 

206-356-5500 from other countries 

Fluke Corporation, P.O. Box 9090 Everett, WA 98206-9090 

Ruke Europe B.V„ P.O.Box 1186, 5602 60 Eindhoven, The Netherlands 
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